MIAM I-DADE MIAMI-DADE COUNTY, FLORIDA

- METRO-DADE FLAGLER BUILDING
BUILDING CODE COMPLIANCE OFFICE (BCCO) 140 WEST FLAGLER STREET, SUITE 1603
PRODUCT CONTROL DIVISION MIAMI, FLORIDA 33130-1563

(305) 375-2901  FAX (305) 375-2908
NOTICE OF ACCEPTANCE (NOA)

Dryvit Systems, Inc.
One Energy Way
West Warwick, R1, 02893

Scork:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials.
The documentation submitted has been reviewed by Miami-Dade County Product Control Division and accepted
by the Board of Rules and Appeals (BORA) to be used in Miami Dade County and other areas where allowed by
the Authority Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Division (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to
have this product or material tested for quality assurance purposes. If this product or material fails to perform in
the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may immediately
revoke, modify, or suspend the use of such product or material within their Jurisdiction. BORA reserves the right
to revoke this acceptance, if it is determined by Miami-Dade County Product Control Division that this product or
material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the High Velocity Hurricane
Zone of the Florida Building Code.

DESCRIPTION: Exterior Insulation and Finish Systems

APPROVAL DOCUMENT: Drawing No. None, titled “Large Scale Missile Impact” for Plywood Substrate”,
sheets 1 through 3, prepared by Dryvit Systems, Inc., signed and sealed by R. E. Kroll, P.E., dated 8/25/95 with
revision on11/15/99, bearing the Miami-Dade County Product Control Renewal stamp with the Notice of
Acceptance number and expiration date by the Miami-Dade County Product Control Division.

MISSILE IMPACT RATING: Large and Small Missile Impact

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and
following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no
change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any
product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply
with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by
the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall
be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors
and shall be available for inspection at the job site at the request of the Building Official.

This NOA renews NOA # 99-0727.02 and, consists of this page 1 as well as approval document mentioned above.
The submitted documentation was reviewed by Theodore Berman, P.E..

NOA No 02-0628.01

Expiration Date: August 15, 2007
Approval Date: August 8, 2002
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MATERALS LIST

(1) CONCRETE WALL (ACI 3B), CONCRETE MASORRY
STRUCTURE (ASTM C90) AND TYPE S MORTAR
(ASTM C270) COMPLYING WITH SEBC.

@ ADHERE THE EXPANDED POLYSTYRENE NSULATION

THE ADHESIVE 1S APPLED WITH A 3/8° X 3/8° NOTCH
TROWEL WITH NOTCHES SPACED A MAXMUM Of
IVZ'OC.TI*EADI-ESNEMAYBEAPPLE)TOTFEBACK
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HORIZONTALLY.
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AND APPLY PRESSURE TO ENSURE CONTACT WITH
SUBSTRATE. INSULATION SHALL BE APPLED
HORIZONTALLY AND VERTICAL JONTS SHALL BE

STAGGERED.
(@) DRYWIT BASE COAT: PRMUS MIXED H BY WEGHT
WITH PORTLAND CEMENT AND WATER. PRMIUS

5 A YOO PERCENT POLYMER BASED PRODUCT.
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MATBRIAL AVALABLE N VARIOUS TEXTURES

APPROVED AS COMPLYING WITH THE
SOUTH RLORIDA BUILDING CODE

GENERAL NOTES

1 THS SYSTEM HAS BEEN DESIGNED N ACCORDANCE WITH
THE SOUTH RLORDA BULDING CODE 194 EDINON AND
TS LATEST SUPPLEMENTS.

2 THS SYSTEM HAS BEEN TESTED N ACCORDANCE WITH
DADE COUNTY PROTOCOLS PA—202, AND PA—-203
FOR STRUCTURAL AND CYCUC TESTNG.

3. THS SYSTEM SHALL BE APPLED BY A UCENSED PLASTERNG
CONTRACTOR FOLLOWING THS NOTICE OF ACCEPTANCE
THE RECOMVENDATION OF DRYWIT SYSTEMS, NC. AND THE

SECTIONS OF THE SOUTH ALORIDA BULDING

4. THE ENGINEER AND/OR ARCHTECT OF RECORD FOR EACH
PROKECT USING THS SYSTEM SHALL DESIGN THE CONCRETE
OR BLOCK WALL TO ENSURE CONFOIMANCE WITH

ALL GOVERNING CODES AND THS

S NSWATION BOARDS SHAL BE POSITIONED IN A RUNNING BOND
PATTERN

6. THE CONCRETE OR BLOCK WALL SURFACE SHALL BE DRY.,
%L{EAS?;JSI?E!\&FQEEOFALLLOOSEDEBRISPQDQTOHACNG

7. DETALS ON SHEET 3 OF 3 ARE TYPICAL AND SHOW INTENT
TO PREVENT WATER INFLTRATION INTO AND BEHIND THIS
SYSTEM. ALTERNATE DETALING AND SPECFIC CONDITIONS
NOT COVERED BY THE TYPICAL DETALS ARE THE RESPONSBULITY
OF THE LICENSED DESIGN PROFESSIONAL IN CONSULTATION
WITH DRYVIT SYSTEMS, NC.

DESIGN PRESSURE RATING

+/- 49 PSF

P

oure Dece mbea 24 1999 PRODUCT RENEWED
A as complying with the Florids
" ”\TROL/DMSION \ Ruidh:gcwx: 02-0628 .01
PRODUCT CON cceptance No 02~
BUILDING CODE COMPLIANCE OFFICE \ Expiratign Date fq, _¥, 200"
accepTance v, L 7-0727-02 By
Miami Dade Product Control
AMPACDACOWG Division
DRYVIT SYSTEMS, INC. “| ARGE SCALE MISSLE IMPACT" 3
O ner oy Wo ode Islond dryvi Jf G CONCRETE OR CONCRETE BLOCK SUBSTRATE REV: w5799
Elorida P.E,
SCALE: NTS DATE:  5/20/98 RE. KROLL — PE (STRUCTURAL); REGISTRATION NO. PE—OQ38477 SHEET: 2 OF 3
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